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DISCLAIMER 

The ATA makes no representations and provides no warranty that the information and 
recommendations contained in this Technical Advisory Procedure are suitable for use by or 
applicable to all operators, up to date, complete or without exception. Reliance or use upon the 
information or recommendations is voluntary and the user accepts all risks and responsibility 
for any such reliance or use and to the maximum extent permitted by law the ATA excludes all 
liability to any person arising directly or indirectly out of any such reliance or use. 

This work is copyright. Apart from uses permitted under the Copyright Act 1968, no part may be 
reproduced by any process without prior written permission from the Australian Trucking 
Association. Requests and inquiries concerning reproduction rights should be addressed to the 
Communications Manager, Australian Trucking Association, 25 National Circuit, Forrest ACT 
2603 or ata@truck.net.au. 

mailto:ata@truck.net.au
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About this Technical Advisory Procedure (TAP): 

This Technical Advisory Procedure (TAP) is published by the Australian Trucking Association Ltd 
(ATA) to assist the road transport industry improving safety.  

This TAP is not, nor is it intended to be, complete or without exception. 

The TAP is a guide only and its use is entirely voluntary. Recommendations or procedures may 
not be suitable for, or applicable to all operators. Operators should consider their own 
circumstances, practices and procedures when using this TAP.  

Operators must comply with the Australian Design Rules (ADRs), relevant in-service vehicle 
regulations and laws, the Roadworthiness Guidelines and any specific information and 
instructions provided by manufacturers in relation to the vehicle’s systems and components. 

No endorsement of products or services is made or intended. Brand names, where used in this 
TAP, are for illustrative purposes only. 

Suggestions or comments about this TAP are welcome. Please write to the Industry Technical 
Council, Australian Trucking Association, 25 National Circuit, Forrest ACT 2603.  

 

About the ATA Industry Technical Council (ITC):  

The Industry Technical Council (ITC) is a standing committee of the Australian Trucking 
Association (ATA). The ITC’s mission is to improve trucking equipment, its maintenance and 
maintenance management. The ITC was established in 1995.  

As a group, the ITC provides the ATA with robust professional advice on technical matters to 
help underpin the ATA’s evidence-based policymaking. It is concerned with lifting technical 
and maintenance standards, improving the operational safety of the heavy vehicle sector, and 
the development of guidelines and standards for technical matters.  

ITC performs a unique service in the Australian trucking industry by bringing operators, 
suppliers, engineers and other specialists together in a long-term discussion forum. Its 
members provide expert and independent advice in the field to inform the work of the ITC. The 
outcomes from ITC benefit all ITC stakeholders and the heavy vehicle industry at large.  

The ITC operates under the Australian Trucking Association’s Council, which formulates 
industry policy for implementation by the organisation.  

We welcome applications to join the ITC. For further information, please call the ATA on (02) 
6253 6900 or email ata@truck.net.au or download information from the ATA website 
www.truck.net.au, follow the links under the members tab to join. 

 

Acknowledgement 
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Introduction  
 

This Technical Advisory Procedure (TAP) has been developed by the ATA Industry Technical 
Council (ITC) to provide operators with a guideline that provides a consistent, clear and a safe 
procedure for coupling and uncoupling prime movers and semi-trailers using a fifth wheel 
couplings.  

All procedures demand consistency and following an uninterrupted routine with an 
understanding of the importance and relevance of each step. Distractions during this and other 
procedures should be avoided. It is recommended that only one person undertakes coupling or 
uncoupling to prevent missing critical steps.  

Australia has a diverse fleet with equipment sourced globally. A driver’s training should include 
specific training on all the equipment used across a fleet.  

 

Coupling identification 

There are 2 broad couple types :-  

A-type COUPLING: a drawbar-based coupling type. This coupling type does not typically 
transfer roll, nor load between the vehicle units. 
eg A-Double 

 

B-type COUPLING: a fifth wheel connection coupling. This coupling type transfers roll 
and load between the vehicle units. 
eg B-Double 

 

 

 

 

 

 

 

 

 

The terms 5th Wheel and B-type coupling can be used interchangeably  

Refer to ATA ITC TAP – Description of Truck Configurations [LINK] for further information.   

https://www.truck.net.au/resource-library/description-truck-configurations-technical-advisory-procedure
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1.  Definitions  
 

B Type Coupling 

5th (Fifth) Wheel Assembly - A fifth wheel 
coupling including any turntable (ball-race), 
the mounting plate, sliding assembly, load 
cell units, isolating units and any other 
approved ADR equipment mounted between 
the towing vehicle chassis and the trailer skid 
plate. This does not include any attachment 
angle feet or other sections used for the same 
purpose. This includes any mechanism which 
allows the adjustment of the longitudinal 
location of the fifth wheel. 

5th (Fifth) Wheel Coupling - A device fitted to a 
towing vehicle to permit the coupling and uncoupling of a semi-trailer, provide articulation for 
the combination and provide stability and support to the semi-trailer.  

Where a fifth wheel is specially designed to have a 
turntable ball-race) base as an integral part, the 
term “fifth wheel assembly” includes that turntable 
(ball-race) base. It does not include the skid plate 
and kingpin, which are parts of the semi-trailer. 
Frequently, a fifth wheel is incorrectly referred to as 
a turntable. 

 

Fifth Wheel Variations 

1. Sliding fifth wheel coupling 
Sliders allow the position of the fifth wheel coupling to be moved on the prime mover 
and/or (towing) semi-trailer. This allows the axle load and load distribution to be 
optimised. For further details and instructions for mounting and use contact the slider 
manufacturer.  

2. Pneumatic release fifth wheel couplings 
Pneumatic (air) release fifth wheel couplings allow for the remote release of the coupling 
in special applications, such as a roll back trailer. For further details and instructions for 
mounting and use contact the fifth wheel manufacturer.  

3. Compensated fifth wheels 
Compensated fifth wheel are sometimes used for very rigid trailers (eg: tankers). For 
further details and instructions for mounting and use contact the fifth wheel 
manufacturer.   

Figure 2: Fifth wheel coupling 

Figure 1: Fifth wheel assembly with turntable (ball-race) 
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4. Turntable (ball-race) mounted fifth wheels 
Turntables (ball-races) should preferably be used only when free to rotate (ie: with semi-
trailers fitted with a skid plate locking key (block)). However, when used with a  
semi-trailer that is not fitted with a skid plate locking key (block), the ball-race must be 
“pinned” locked. 

 
Airline Brake Couplings 

From ADR35/02, 2007, the ADR notes or similar, “Brake line couplings must not be 
interchangeable and must be polarized. Couplings must comply with the requirements of AS 
4945-2000”. AS4945 allows for a totally flexible approach to connector type with Bayonet, Glad-
Hand or “Multiline” type connectors allowed. Additionally, defines the identification as follows:- 

a) Control line shall be blue or yellow, but preferably blue, or shall be marked as ‘control’ 
or ‘service’. 

b) Supply line shall be red or shall be marked as ‘supply’ or ‘emergency’.  

 

 

Figure 4: Bayonet - secondary lock engaged 

Kingpin 

A pin (including retention plate and bolts, where applicable) attached to the skid plate of a semi-
trailer and used for connecting the semi-trailer to the fifth wheel of a towing vehicle. The kingpin 
transfers the lateral towing and braking forces between the towing vehicle and the towed trailer.   

There are two recognised sizes of king pin – 2” (50mm) and 3.5” (90mm). 

Figure 5: Kingpin, skid plate and locking key    

Figure 3: Gladhand coupling 

Engage secondary lock by turning coupling ring.  
Marker / dimple (lock tag) in line with the 
rounded section of the female coupling neck. 
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Skid Plate 

The plate structure on the semi-trailer which houses the kingpin, and which mounts on to the 
fifth wheel coupling coupler plate to form the connection between the towing vehicle and the 
semi-trailer. The skid plate transfers vertical force (weight) from the trailer to the towing vehicle 
through the fifth wheel assembly.  

Skid Plate Locking Key (Locking Block) 

A steel block attached to the underside of the skid plate. It is located rearward of the king pin to 
key into the throat of the fifth wheel, to prevent relative rotation of these two components. A skid 
plate locking key (block) is sometimes referred to as a “block”. These are only fitted with  
turntables (ball-race). 

Turntable (Ball-Race) 

Designed to carry vertical and horizontal loads, but that does not allow quick separation of its 
upper and lower rotating elements (typically, a ball-race) and is used to connect and allow 
articulation between 

a) a prime mover and a semi-trailer  
b) the front axle group or axle of a dog trailer and the body of the trailer  
c) a fifth wheel coupling and the vehicle to which it is mounted.  

Turntable (ball-race) Lock (Lock out pins) 

Fitted with a turntable (ball-race) The locking device shall lock the turntable (ball-race) to 
prevent relative rotation between the fifth wheel and the vehicle chassis and be capable of 
withstanding a turning moment of 30 kNm. 

A ball-race type turntable may also be referred to as a slewing ring by the manufacturer.  

Whilst Australian Standard AS/NZS 4968.2:2003 specifies a single locking pin, the TAP working 
group and suppliers recommend the fitting and use of two (2) locking pins fitted to the base of 
the turn table (one on either side). For further details and instructions for mounting, please 
contact your fifth wheel manufacturer.  

This rotational locking device shall be :– 

a) engaged when a semi-trailer without a skid locking key is towed and 
b) disengaged when a semi-trailer with a skid plate locking key (block) is towed. 

 

For further definitions and terms refer to ATA’s ITC Dictionary [LINK]   

  

http://www.truck.net.au/resource-library/ata-itc-technical-dictionary
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2.  Safety Precautions 
 

Critical  

 The operator must take all reasonable care for their own health and safety plus that their 
actions or omissions, do not adversely affect the health and safety of other persons.  

 Comply, so far as the worker is reasonable able, with any reasonable instruction that is 
given by the Person Conducting the Business or Undertaking (PCBU) to allow the PCBU 
to comply with the WHS Act and the Work Health and Safety (WHS) Regulations.  

 Co-operate with any reasonable policy or procedure of the PCBU relating to health or 
safety at the workplace that has been notified to workers.  

 Always wear personal protective equipment.  
 Never take risks when it comes to safety.  
 Never over exert to unlocked (open) closed jaws, this may cause injury. 

 

Important  

 Always follow the latest approved procedures.  
 Report unsafe conditions.  
 Report all injuries or near misses immediately.  
 Be aware of your surroundings.  
 Obey all relevant safety signs, decals, and tags.  
 Never take shortcuts on safety procedures.  
 If interrupted during a procedure go back to a known and confirmed step in the process.  
 If in doubt, contact your supervisor or manager for instruction, guidance, or training.  
 Know how to unload the force on the Jaws if you cannot unlocked (open) the jaws. 
 Keep things in perspective. Hazards may be limitless, focus on the most likely risks as 

first value.  
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Notes  

• Avoid distractions. Ensure full attention is maintained when undertaking work tasks.  
• If distraction has occurred, retrace / revisit process until you can confirm what step has 

been completed correctly, re-continue process from this point.  
• Coupling and/or uncoupling process is be completed by one person – to avoid missing 

critical step(s).  
• Always conduct a pre-start check.  
• Prior to coupling – ensure fifth wheel and trailer are set in respect of height, tilt and 

alignment. If an air suspension is used – ensure that you follow this TAP.  
• If any damage found, report immediately to your supervisor / manager.  
• Couple equipment in a straight line as this will make coupling easier.  
• Always apply park brake prior to exiting vehicle.  
• Perform task on a flat / even level surface that will support the trailer(s) and load as 

applicable. If the ground is not firm and level, don’t uncouple. Timber or dunnage under 
the landing legs under the landing gear can be used to in suitable environments to 
provide additional support for the landing legs. 

• Ensure stable footing is always maintained during coupling / uncoupling task/s.  
• Always drive smoothly/slowly when coupling/uncoupling.  
• Always visually check that the locking jaw is securely locked.  
• Always perform tug test twice. 
• Always ensure the fifth wheel handle is locked after coupling.  
• Always turn on the taps prior to coupling the airlines (where fitted), this will identify if the 

park brake is not applied if air exhausts out. 
• Connecting trailer airline order – blue signal before red supply line.  
• Disconnecting trailer airline order – red supply before the blue signal line.  

 

DO NOT  

• Park or uncouple trailers on unstable or uneven or changeable surfaces.  
• Obstruct other traffic, vehicles and/or pedestrians.  
• Place fingers or hand in or near the fifth wheel jaws.  
• Leave gap between trailer skid plate and fifth wheel.  
• Release the fifth wheel coupling with services connected.  
• Attempt to lift or lower a trailer with landing legs in high gear.  
• Pull or tug sharply on electrical plugs or airline/s.  
• Pass or allow others to pass under trailer/s.  
• Allow other person/s to access area whilst performing coupling / uncoupling task.  
• Attempt to drive away until air pressure is at correct operational level.  
• Park a trailer where it could roll away.  
• Uncouple a trailer where later coupling task may be difficult.  
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3.   Technical Considerations  
 

Trailers parked on air  

Some trucks operating with ADR35/05 via alternative approval of UN R13 may have the trailer 
parking brake applied using service air. Whilst this is allowed under ADR 35/05, it is not 
considered good practice nor is it typical practice in Australia. Prior versions of ADR 35 (ADR 
35/00, /01, /02, /03, /04) mandated that the trailer parking be on spring brakes via the supply air 
circuit ie no air-parking brakes applied and later version of the ADR similarly 

Simple check  

Apply prime mover parking brake, exit prime mover (using safe procedure) and disconnect the 
Supply Line (red). If there is air flow in the Supply Line, the combination trailers are being 
“parked” on Service Air. Refer to Appendix A - Testing the operation of the trailer’s park brakes 

US style park brake controls  

Trailer Hand Control (brake) - will provide graduated control of the 
trailer brakes.  

Yellow diamond button - will apply the combination’s park brakes by 
pulling button. To release the park brakes and recharge the trailer air 
system, both buttons need to be pushed in.  

Red octagonal button - trailer air supply.  

Figure 6: Typical North American controls 

Source Daimler Truck Australia Pacific Pty Ltd 

European style park brake control 

Trailer Hand Control (brake) – will provide graduated 
control of the trailer brakes. The feature is optional, and 
its fitment is illegal in some European countries.  

Park brake – applies the combination’s park brakes by 
lifting and locking level into place. Some recent 
European models use a simple electrical push button to 
apply the combination’s park brakes. All ADR35 
compliant units, the park brake must be released to 
charge the trailer air system.  

Figure 7: Typical European trailer controls  

Note  

There are trailer brake release switches on Volvo’s heavy duty range. 
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Figure 9: To apply trailer brake  

     

Figure 10: To apply trailer brake  

 

There are prime movers in this market, that may not be fitted with Trailer Hand Control (brake). 
This would potentially prevent the operator undertaking a tug test of an assembled combination. 
These can be retro fitted and then approved under Vehicle Standards Bulletin #6 (VSB 6) by an 
Authorised Vehicle Examiner (AVE). The ADR compliance of the unit must be maintained.  

  

 
Press  to apply 

Trailer Brake 

 

Press to apply 

Trailer Brake 

 
Lift up to apply 

Trailer Brake 

Figure 8: To apply trailer brake 
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4.  Fifth Wheel Coupling Procedure 
 

B Type Coupling  

This procedure is applicable for prime movers with semi-trailers, A-trailer with B-trailers and 
converter dollies with semi-trailers. 

 

Step 1: General Preparation  

1. Prior to starting/moving the towing vehicle/s, ensure that trailer airline isolation taps 
(where fitted) are closed; and, that the airlines and electrical and  

2. TEBS services (and hydraulic services if fitted) are in good condition; not fouled, nor 
likely to foul, not crossed and are “positioned” clear for trailer coupling.  

3. Check fifth wheel is in the unlocked (open) position ie the jaws are “opened” for 
coupling engagement.  

 

Step 2: Trailer check  

1. If the trailer has a Skid Plate Locking Key 
(block) (refer to figure 13) fitted to the trailer’s 
skid plate (approximately 100mm behind the 
kingpin – towards the rear of the trailer), 
ensure that the attachment is secure, and 
that the fifth wheel for coupling is mounted on 
a turntable (ball-race) base.  
DO NOT COUPLE UP TO A FIXED FIFTH 
WHEEL IF A BLOCK IS FITTED. 
 

Figure 11: Trailer skid plate locking key (block)  

2. If the trailer has a Skid Plate Locking Key (block) that is removable (bolted), it may be 
removed for coupling to a fixed base fifth wheel.  

3. Ensure that the skid plate is clean and free of snarls, scoring and in good condition. 

Step 3: Prime Mover (or towing vehicle / A-Trailer / Converter Dolly)  

1. If the trailer has a Skid Plate Locking Key (block) fitted and the prime mover is not fitted 
with a turntable (ball-race) mounted fifth wheel assembly, the Skid Plate Locking Key 
(block) must be removed from the trailer before connecting to the towing vehicle, or an 
alternative towing vehicle of appropriate specification will be required.  

2. If the trailer is not fitted with a Skid Plate Locking Key (block) and the fifth wheel is 
turntable (ball-race) mounted base, the turntable (ball-race) will need to be locked in 
position using the two (2) locking pins (one in either side of the base plate).  

3. If the towing vehicle fifth wheel is fitted with a low friction (greaseless) top plate insert. 
See Figure 14, ensure that the trailer skid plate is clean and free of grease.   
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Low friction top plate inserts on a fixed base fifth wheel.  
Note these low friction inserts (Teflon Pads) should  
not be retrofitted to grease type fifth wheels.  

4. If the fifth wheel is turntable (ball-race) based 
and in the locked position or the fifth wheel does 
not include low friction inserts, then ensure that 
the fifth wheel top plate has a suitable mount of 
grease applied across the entire contact face to 
ensure lubrication (see Figure 15) and prevent 
snarling between the fifth wheel top plate and the 
trailer skid plate which may adversely affect 
vehicle steering and stability.  

Figure 12: No lube fifth wheel top plate. 

Note typically, Teflon pads should be free from grease and talcum powder should be applied 
regularly. 

5. Enter prime mover and reverse the towing 
vehicle into position, ensuring it is aligned in 
front of the trailer, stopping the prime mover 
before the fifth wheel goes under the skid 
plate.  

6. Apply the prime mover/combination parking 
brake.  

7. Exit vehicle and check height between trailer 
skid plate and 5th wheel is suitable. 

Figure 13: Fifth wheel top plate  

Step 4: Trailer coupling  

1. Reverse towing vehicle (slowly) under semi-trailer – Stop! when the skid plate is above 
the fifth wheel top plate (approximately 150mm short of kingpin engagement). Exit the 
vehicle and lower the trailer landing legs until the skid plate is in full contact with the fifth 
wheel top plate and the trailer landing legs are clear of the ground (approx. 25-50mm).  
Alternatively, but not recommended and if fitted the prime mover is fitted with airbag 
rear suspension, raise the prime movers air suspension ensuring that fifth wheel is in 
contact with the skid plate, and the land legs are clear of the ground. This allows the 
trailer to accommodate any minor misalignment without damaging the landing legs. 
 

2. Reverse prime mover/towing vehicle (slowly) under the trailer keeping the prime 
mover/towing vehicle aligned until fifth wheel engages with the kingpin.  
When this occurs, it will normally be accompanied by a distinct double mechanical 
sound as the locking devices engage. 
 

3. Complete Tug Test – minimum twice or as per company policy/procedures.   
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Step 5: Coupling Lock Checks  

1. Ensure the combination parking brakes are “applied”.  
2. Exit prime mover and check “visually” that  

a. There is no gap between the top of the fifth wheel and the trailer skid plate;  
b. The secondary lock (safety latch were fitted) has engaged on the handle; and,  
c. The fifth wheel jaw/s are fully locked around the trailer king pin;  
d. Connect release handle safety chain (it fitted).  

2. Fully retract landing legs and stow handle.  

Connecting the towing vehicle and towed vehicle service lines.  

1. Turn on air taps (if fitted) connect trailer air hoses (blue control before red supply), 
electrical lighting cable, ABS/TEBS cables and hydraulics and other ancillaries (if fitted). 
Turn air isolation taps, if fitted, to the “on” position to ensure air supply to the trailer/s. 
Ensure coupling secondary locks are in in position.  

 

Note  

Some ADR35/05 prime movers may park trailers on the service brakes and the 
commonly used airline isolation taps may be used in sequence to identify and manage 
worst case scenario. However, the use of self-sealers in the supply line has issues.   

 

For consideration:  

• If isolation taps are fitted, open supply (red) isolation tap before coupling: If air flow is 
present, do not couple to trailer (as this may release the trailer spring brakes.  

• If there is not a tap and a self- sealer is fitted to the supply coupling, if there is any 
indication of air supply do not couple (as this may release the trailer spring brakes).  

• Note: if supply line is coupled and is charged, closing the isolation tap will not allow 
air to vent and hence the parking brakes will not be re-applied the coupling MUST BE 
DISCONNECTED to allow air to vent.  
 

2. With the engine running build-up pressure in the trailer air system. This must be done 
with the driver seated and his foot on the foot brake and park brake must be released.  
• Most ADR35 compliant prime movers do not supply air to the trailer supply 
circuit until the prime mover park brake system has been released. For American style 
prime movers this means that both the yellow and red dash buttons must be pushed in, 
allowing air to be supplied, for European style prime movers the singular park brake 
lever must be released.  
• The driver must remain seated with his foot on the (foot) service brake to ensure 
a rollaway situation does not occur as both the prime mover and trailer build up air 
which releases the park brakes. Should air not build up, this may identify an air leak 
problem within the trailer system. 
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3. When the prime mover air pressure indications have returned to the normal operating 
range and the trailer air suspension is at normal ride height, engage first gear, release 
the foot brake, gently release the clutch (if equipped) or press the accelerator pedal 
slightly and check if the vehicle moves indicating that the trailer park brakes have 
released. 

Note  

• The braking air system has priority, when the trailer brakes have released 
auxiliary systems such as air suspensions may not be fully/adequately charged. 
An air depleted laden trailer can take up to seven (7) minutes to fully charge.  

• If the brakes have not released, the driver may need to re-engage the park brake 
and leave the cabin to ensure that the trailer airlines are connected properly and 
that the ball valves (air taps), if fitted, are in the correct position or allow 
additional time for the trailer air systems to be charge. Repeat steps 2 and 3.  

 
4. Using the Trailer Hand Control brake (if fitted) to perform a trailer Brake Operation test to 

confirm that the trailers service brakes are working and coupling is secure.  

Note  

• Large pressure drops during a static brake check may indicate that there may be 
a problem with the air system. Always have this checked.  

Step 6: Final Check  

1. Apply the parking brakes, switch off the engine, and turn on the hazard warning lights, 
side and taillights.  

2. Perform an inspection by walking around the prime mover and trailer/s listening for air 
leaks and checking all trailer lights are operational. A potential issue with this process 
being: when the parking brake is applied, the supply line and the spring brakes are 
typically NOT charged. Hence scope to identify air leaks in the parking brake circuit 
is substantially reduced.  

3. Allow time for air suspension ride systems to fill before moving off as substantial 
damage may occur if the combination is not in the full ride position. Even with full air 
tanks on the prime mover, it will take several minutes for air suspension to fully charge 
to its working ride height. Up to 15 minutes for a B-Double, roadtrain combinations; 
more for larger combinations. The air system prioritises: 1) brake system; 2) suspension 
and ancillaries.  

4. Ensure all ABS/TEBS warning light(s) are off (warning light may not cycle until vehicle 
moves at speed up to 15km/h). It is common for ABS/TEBS warning lights to stay 
engaged until the vehicle exceeds about 15km/h for first time. If the ABS/TEBS light 
remains on, then the system has an active fault that requires attention.  

5. Before moving off, where possible and in accordance with Company Policy/Procedure, 
complete a final tug test.  

Refer to Appendix B – Semi-trailer coupling/uncoupling abridged procedure.   
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5.   Visual Inspection of Fifth Wheel Couplings  
 

B Type Couplings 

The visual inspection should include the following:  

• The trailer skid plate is in contact with the fifth wheel top plate and there is no gap 
visible. 

• The fifth wheel handle is in the fully locked (closed) position (and safety latch down if 
fitted)  

• The fifth wheel locking bar or jaws are fully wrapped around the trailer king pin  
• Connect fifth wheel safety chain (if fitted).  

Companies may require visual checks and for an appropriately trained driver, awareness and 
confirmation by a visual check is relevant.  
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6.   Fifth Wheel Uncoupling Procedure  
 

Uncoupling is typically the reverse of the coupling procedure.  

Step 1: Secure the vehicle/trailer/dolly 

1. Before uncoupling 
• Ensure that the towed vehicle/trailer/dolly is on a surface firm enough to support 

the trailer landing gear and its load.  
• Apply trailer brakes and reverse up a little to unload pressure from the 5th wheel jaws. 
• The landing legs may have a high ground loading and extra care should be taken that 

they are adequately supported when parked; and, another potential issue with a 
partly loaded A trailer is that the Centre of Gravity (CoG) may be forward of the 
landing legs causing the trailer to tip forward once uncoupled, if in doubt refer to 
your manager.  

• Make sure the prime mover and semi-trailer are in a straight line and on level 
ground.  

2. Then 
• Apply the parking brakes.  
• When uncoupling on soft ground, place suitable (strong timber) supports under the 

landing gear.  

Step 2: Trailer Check  

1. Empty trailer: Lower the landing legs ensuring firm and even contact with the ground.  
2. Loaded trailer: Lower the landing legs ensuring firm and even contact with the ground 

followed by approximately 20 to 40 turns of the handle in low gear so that the legs 
support the trailers’ weight, so that it does not sag onto the prime mover upon 
disconnecting.  

3. Secure the landing gear handle.  

Step 3: Uncoupling the Trailer  

1. Unlock the release handle and pull the release handle out to unlocked (open) the fifth 
wheel (Jaws). If the release handle cannot be moved, the jaws may be under load and 
procedure Step 3.4 may need to be applied.  

2. Disconnect all air hoses (red supply before the blue signal line) and electrical cables 
from the trailer (Note: with the air hoses disconnected, the trailers park brakes are now 
applied). Close ball taps (air taps) on air lines if fitted to the prime mover/trailer/dolly.  

3. Stow hoses and cables properly on the prime mover making sure that the connectors are 
kept free of dust and water, and that they cannot get caught on the tail shaft.  

4. (Only required if the release handle cannot be moved at 3.1) Relieve the pressure off the 
fifth wheel jaws by: 

a. Removing the airlines and leads and all connections to the trailer 
b.  releasing the prime movers park brake,  
c. select reverse gear and while applying light pressure to the drive line in reverse  
d. re-apply the prime movers park brakes, repeat procedure 3.1. If this fails – 

release prime mover park and select low forward, repeat procedure 3.1.   
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Note 

There is common opinion that if a fifth wheel handle cannot be pulled that by lowering or 
raising the vehicles suspension or the trailer will facilitate release of the handle. Whilst 
this may work for trailing arm type air suspensions, generally it is false. To assist in the 
uncoupling operation, it may be necessary to “unload” the fifth wheel coupling jaws by 
moving the towing vehicle slightly forwards or rearwards, and the trailer skid plate should 
be at the point of initial contact or just clear of the towing vehicle fifth wheel top plate.  

 

5. Prime mover fitted with air suspension: Release the prime mover parking brake and 
slowly drive forward in a straight line until the fifth wheel is clear of the trailer kingpin, 
stop and lower or ‘dump’ the prime movers air suspension.  

• After the prime mover’s air suspension is lowered, slowly move forward until the prime 
mover (or towing vehicle) is clear of the towed trailer.  

• Raise the prime mover’s suspension back to normal travel height once clear of the 
trailer. 

 

6. Prime mover fitted with mechanical suspension: Release the prime mover parking brake 
and slowly drive forward in a straight line until the fifth wheel is clear of the trailer skid 
plate, caution as the front of a loaded trailer may drop significantly.  

 

Refer to Appendix B – Semi-trailer coupling/uncoupling abridged procedure. 
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7.   Multi Trailer Combinations Vehicle Coupling 
 

Coupling 

 

Figure 14: Multi-combination vehicle B-Double (B1233). 

Refer TAP Truck Configurations.  

Coupling an A Trailer to a B Trailer to form a B-double or a converter dolly to a semi-trailer to 
form a dog trailer, follow the procedure in section 4. Replacing the reference to prime mover 
with the A Trailer or converter dolly. All steps otherwise should be followed.  

Note with multi trailer combinations, performing a tug test may be an issue. Do not fit the 
airlines around the coupling to be checked. Without air supply, the trailer’s parking brakes will 
not release, and the towing trailer can undertake a coupling tug test.  

A Trailer parking. 

  

Figure 15: A trailer parking issue 

Depending on the design of the A trailer and its loading, the centre of gravity for the trailer could 
be forward of the landing legs (as shown above in figure 16), this is especially so for short 
leading (10 or 12 pallet) trailers, resulting in it rotating on the landing legs and raising the wheels 
off the ground. 

The landing legs of Leading B-double Trailers may have a high ground loading and extra care 
should be taken that they are adequately supported when parked; and, another potential issue 
with a partly loaded A trailer is that the Centre of Gravity may be forward of the landing legs.  

  

Landing Legs  
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Appendix A - Testing the Operation of the Trailer’s Park Brakes 
 

Testing the operation of park brakes 

On flat level ground, with both truck and trailer wheels chocked to prevent the vehicle 
combination rolling away, test the park brake function by applying the park brake in the cab of 
the truck without the service brakes applied.  

All normal workshop safety procedures and requirements must be met 
A. At the coupling point, disconnect the blue signal airline. If air is present, the trailer was 

positively parked on air.  
B. At the coupling point, disconnect the red supply airline. If air is present, the trailer was 

positively parked on air.  
 

If either condition A or B is found 
1. Take your vehicle to an approved and authorised servicing agent to ensure the 

system is operating correctly. If not, repair and retest to ensure the combination does 
not park on air. For new vehicles covered by warranty, the selling dealer would be 
appropriate. 

2. If the system is without fault, refer to a suitably qualified engineering consultant to 
assess the system and recommend an ADR compliant modification to ensure trailers 
are not parked on air. 

Trailer airline coupling procedure: 

1. Connecting trailer airline order - blue signal before red supply line. 
2. Disconnecting trailer airline order - red supply before the blue signal line. 

To improve safety the ATA recommends: 

1. Operators do not park a combination on air. 
2. Operators fit a door interlock system that sounds an alarm if the door is opened 

without the park brake being applied. 
3. Drivers should be trained to disconnect airlines and electrical cables before 

dropping landing legs and releasing the fifth wheel. 
Note  

A semi-trailer can only roll away if the fifth wheel is in the release position. Trucks with 
tipping dog or pig trailers frequently use duo-matic or trio-matic couplings. These 
couplings release air pressure in both lines simultaneously, negating the need to consider 
the sequence in the procedure. Refer to photos below. 
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Appendix B - Semi-Trailer Coupling/Uncoupling Simple Procedure 
 

This is not a licensing standard, but a system’s guide. 

Couple - Pin Air Legs (PAL) 

• Activate hazard lights 
• Reverse prime mover to trailer 
• Check trailer/ truck height (may need to adjust airbag suspension) 
• Check prime mover fifth wheel / turntable (ball-race) is compatible with the trailer 
• Check fifth wheel jaws are in the unlocked (open) position and lubricated ready for 

coupling 
• Inspect trailer skid plate for wear and lubrication 
• Couple prime mover with trailer 
• Conduct tug test to ensure fifth wheel jaws are locked 
• Visually check that there is no gap between the top of the fifth wheel and the trailer skid 

plate 
• Visually check fifth wheel release handle is in secure locked (closed) position 
• Visually check that the jaws are locked (closed) and/or the locking bar is in place (may need 

torch) and secure around the king pin. 
• Connect air and all electrical fittings/lines 
• Turn on air taps, if fitted 
• Raise landing legs and secure handle/ ensure landing legs are engaged in high gear 

to prevent creep down of legs 
• Check lights and correct signs displayed 
• Move vehicle forward and check trailer brake/ tug test to confirm air supply 

to trailer and connection to truck is completely safe for operation. 

 

Uncouple - Legs, Air, Pin (LAP) 

• Apply park brake, activate hazard lights 
• Check ground is firm and level and stable to carry the weight of the trailer and load 
• Lower landing legs and stabilise trailer in preparation for uncouple 
• Turn air taps off, if fitted 
• Disconnect and secure air and electrical fittings 
• Release fifth wheel by pulling the handle fully out 
• Move vehicle forward slowly and allow landing legs to take weight of trailer. 

When uncoupling trailer from prime mover with air bag suspension, be sure fifth 
wheel is clear of trailer king pin before dropping air suspension on the prime mover. 
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Appendix C - Examples Electrical Lock Indictors 
 

Sourced SAF Holland Australia. Electric Lock Indicator – Technology Enhanced 

Fifth Wheel Coupling Assistant 

 

 

 

 

 

 

 

 

 

 

This system assists the driver with LED lights on the fifth wheel to allow for quick recognition of 

a successful or failed coupling attempt. Drivers no longer need to guess on the success of the 

couple. It prevents potential mistakes before they happen and provides a significant advantage 

to fleets looking to provide their drivers with user friendly assistance that enhances coupling 

efficiency, driver confidence, and safety. 

– Successful couplings trigger white LED lights to assist the driver with visual lock 
inspection prior to performing a tug test. 

– Unsuccessful coupling triggers flashing red LED lights. 

– Promotes consistent and thorough driver coupling inspections. 
 

  

High intensity white 
LED lights for 
successful 
coupling attempt. 

Flashing red 

warning LED lights 

for failed coupling 

attempt. 
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Jost Loc-Light Indicator 

 

The Jost Loc-light system uses a red or green light assisting the driver in the coupling up process. 

In the case of an unsuccessful coupling event the loc-light with give the driver a visual red-light 
indicator warning with a loud audible beeping sound. 

In the event of a successful coupling the light will be green and the throat illumination light bar 
will light up assisting the driver to inspect that the jaw and locking bar have correctly wrapped 
around the trailer king pin.  

 

Note 

It is under stood most 5th wheel suppliers have similar systems and these can often be retro 
fitted. Please discuss with your supplier. 
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Appendix D - Fifth Wheel in Locked and Unlocked Positions 
 

 

Fifth wheel components displayed in the locked (closed) position without a king pin. 
Source Jost Australia 

 

 

Fifth wheel components displayed in the unlocked (open, ready to couple). 
Source Jost Australia 
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✓ 

✓ 

 

 
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Tick 3 – Jaw is wrapped around the king pin and the locking bar is all the way across. 

 

 

 

Example of the Jost JSK37 in the locked (closed) position with safety chain fitted. 

 

 

 

 

✓  
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   Holland fifth wheel with low lube plates. 

Holland style fifth wheel in locked (closed) position. 
 

Jost style fifth wheel on a convertor dolly. 
Note the secondary lock in the closed position. 

 

Holland style fifth wheel in the locked (closed) position. 
Note the nut and rubber washer are up against the top 
plate and handle in the retracted position. 

View from the rear of Jost style fifth wheel in the locked 
(closed) position. 
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Fifth wheel in locked (closed) position. 
Note the secondary lock is in the down position. 

Fifth wheel before connection lowered to enable view of key parts. 
Note the secondary lock is in unlocked (open) position. 

Centrally located trailer brake airlines with lighting 
connection. 

RHS located trailer brake airlines with lighting and 
ABS/EBS connections. This allows the driver to couple 
and uncouple without climbing on the deck plate. 
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